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SAC-100 ISOKINETIC SAMPLING NOZZLES 

 
 
SAC-100 is a set of isokinetic sampling nozzles that can be use to take the sample 
isokinetically into a particle measurement system. The correct size nozzle needs to 
chosen so that the flow velocity inside the nozzle matches the flow velocity in the 
source, e.g. flue gas. The dimensions of the nozzles (mm) included in the SAC-100 set 
are presented in the table below. The thread size in all the nozzles is 3/8”. 
 

No. Inner diameter Outer diameter, 
max. 

Length with 
thread 

Length of the thread 

1 3.45 21 67.5 7+3mm gap for the gasket 

2 3.81 21 65 7+3mm gap for the gasket 

3 4.16 21 50 7+3mm gap for the gasket 

4 4.57 21 40 7+3mm gap for the gasket 

5 5.00 20 38 7+3mm gap for the gasket 

6 5.46 20 37 7+3mm gap for the gasket 

7 5.92 21 37.5 7+3mm gap for the gasket 

8 6.71 21 37.5 7+3mm gap for the gasket 

9 7.62 21 37.5 7+3mm gap for the gasket 

10 8.69 21 37 7+3mm gap for the gasket 

11 9.90 21 37 7+3mm gap for the gasket 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
            Figure 1. SAC-100 Isokinetic sampling nozzles. 


